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Product-Information 

PEEL PLY Products 
 

The information presented herein is believed to be accurate and reliable, but is presented without guarantee or responsibility on the part of Leh-
mann&Voss&Co. Further, nothing contained herein shall be taken as an inducement or recommendation to manufacture or use any of the herein 
described materials or processes in violation of existing or future patents 

Brief Description: 

Peel Ply is used to build up a textured surface for a better bonding or painting after it is removed from the final 
composite material. 

 

Technical Data: 

PEEL PLY type 
(selection) 
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  D mm g/m² N/cm 1/cm °C 

PA 6.6 85 g/m² PA 6.6 / PET Red 210 0.13 85 > 260 18/16 200 

PA 6.6 105 g/m² PA 6.6 / PET Black 210 0.14 105 > 300 20/20 200 

PET 93 g/m² PET / PET Red 210 0.13 93 > 260 17/15 180 

PA 6 85 g/m² PA 6 / PET Red 210 0.13 85 > 220 17/15 180 

Green 85 g/m² * PA 6.6 / PA 6.6 
Plain 
green 

210 0.13 85 > 260 18/16 220 

PA 6.6 P 85 g/m² * PA 6.6 / PA 6.6 Red 210 0.13 85 > 260 18/16 220 

PA 6.6 P 105 g/m² RD * PA 6.6 / PA 6.6 
Red 

double 
210 0.14 105 > 340 22/19 220 

PA 6.6 P 105 g/m² RD-F * 
(PTFE coating for PUR 
systems) 

PA 6.6 / PA 6.6 
Red 

double 
210 0.14 105 > 340 22/19 220 

 

Additional Information: 

Delivery form Rolls with 200 m (other length on request) 

Width 25 - 1550 mm (width on request) 

Fabric weave Plain 

Treatment Washed, heat setting 

* suitable for pultrusion  
 
 

 Hazard Information: Store tightly closed and in a cool, well-ventilated area. Protect from humidity and direct sun-
light. Detailed information in material safety data sheet. 
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